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(57) Claim 

A steam cooling apparatus for cooking a food stored in 
a cooking case by steam, characterized in that the apparatus 
includes a box-shaped heating chamber disposed on an inside 
of an outer case and a pair of partition plates disposed in 
the heating chamber so as to be opposed to side surface plates 
of the heating chamber, and the apparatus has the cooking case 
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disposed between the pair of partition plates, and a steam tube 
disposed on the lower side of the cooking case, and an opening 
portion for inserting the cooling case into the heating chamber 
is formed in the heating chamber, and an exhaust tube is 
disposed on the pair of side surface plates, and steam flowing 
out from a hole of the steam tube is guided from the lower side 
of the cooking case to the upper side through the cooking case, 
to form a steam circulation path for guiding steam to the lower 
side through an area between the partition plate and the side 
surface plate, and a part of the steam is guided to an outside 
of the outer case through the exhaust tube. 
Brief Description of the Drawings 

Fig.l is a cross-section view showing one embodiment of 
a steam cooling apparatus in the present invention, Fig.l is 
a side cross-section view of Fig.l, Fig. 3 is a perspective view 
of the steam cooking apparatus, Fig. 4 is a perspective view 
including a boiler main body and a temperature control board 
used in the steam cooking apparatus, and Fig. 5 is a 
cross-section view showing a conventional steam cooker. 

10 ... outer case, 11 ... heating chamber, 17 ... heat 
insulator, 20 . . . cooking case, 22 . . . mounting member, 33 . . . 
partition plate, 35 ... steam tube, 36 ... heat-retention 
heater, 39 ... exhaust tube. 
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